
APPENDIX A 
 

AFMIS Information Sheet 
 
Note:  The following information is required to complete the installation of the AFMIS Compaq 
Proliant 1600 Server, Proliant 800 Workstation(s), and the Lexmark Optra Series Printer(s).  The 
DOIM may be able to assist you with the internet protocol (ip) address information needed 
below.  Hostname may be dictated by local DOIM, if not, here is an example of a hostname: 
“AFMIS-SILL”.  Here is an example of a domain name: “sill.army.mil”. 
 
 

AFMIS Compaq Proliant 1600 Server 
 
1. Hostname or Computer Name (Case Sensitive):  __________________________ 
 
2. Domain Name:  _________________________ 
 
3. IP Address:  ___-___-___-___ 
 
4. Subnet Mask:  ___-___-___-___ 
 
5. Gateway IP Address:  ___-___-___-___ 
 
6. DNS Server IP Addresses (up to 3): ___-___-___-___ 

___-___-___-___ 
___-___-___-___ 

 
AFMIS Compaq Proliant 800 Workstation(s) 

 
 
1.   Hostname or Computer Name:  __________________________ 
 
2. Domain Name:  _________________________ 
 
3. IP Address (check with local DOIM if DHCP will be utilized):  ___-___-___-___ 
 
4. Subnet Mask:  ___-___-___-___ 
 
5. Gateway IP Address:  ___-___-___-___ 
 
6. DNS Server IP Addresses (up to 3): ___-___-___-___ 

___-___-___-___ 
___-___-___-___ 

 
 

Lexmark Optra M410/01255 TCP/IP Printer(s) 
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1.   Printer Name (up to 12 characters):  __________________________ 
 
2. IP Address:  ___-___-___-___ 
 
3. Subnet Mask:  ___-___-___-___ 
 
4. Gateway IP Address:  ___-___-___-___ 
 
 
Call CAO for further assistance: DSN 687-1051 Comm: 804-734-1051. 
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